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Product Guide

Leca  LWA®

Product
Code

Particle Size
(mm)

Approx’ Density
(Kg / m3)

7892

10 - 20
mm

280 Kg/m3

Lightweight Expanded
Aggregate

Leca  LWA 10-20mm®

7897

10 - 20
mm

280 Kg/m3

Lightweight Expanded
Insulation Fill

Leca  LWA10-20mm®

7890

350 Kg/m3

4 - 10
mm

Lightweight Expanded
Aggregate

Leca  LWA 4-10mm®

7888

280 Kg/m3

0 - 5
mm

Lightweight Expanded
Sand

Leca  LWA Sand®

7896

800 Kg/m3

0 - 5
mm

Lightweight Soil

Leca  LWA®

7887

280 Kg/m3

8 - 12
mm

Lightweight Expanded
Terracotta Aggregate

Leca  LWA 8-12mm®

www.SpecialistAggregates.com
Order online at

Save time and money by laying
Leca® LWA Insulation Fill in bags.

UNDER FLOOR INSULATION

Building
Foundations

Building
Interior

Floor Screed

Leca LWA laid in bags
with loose �ll between

Improve drainage and reduce
imposed loads when used as

back�ll to retaining walls.

BASEMENT BACKFILL

Building Foundations
with perimeter drainage

Basement
Interior

Floor Screed

Leca LWA insualtion laid in
bags with loose �ll between

Leca LWA back�ll laid in
bags with loose �ll between

Lightweight and drainage
enhancing properties makes LECA

an ideal substrate choice for
green roof construction.

GREEN ROOF

Roof Deck
(With appropriate insulation

and drainage)

Building Interior

Leca LWA / Soil Substrate

Lightweight back�ll, saving time
and equipment costs as back�ll to

garden structures

RETAINING WALL BACKFILL

Wall
Foundations

Retaining
Wall

Top Soil Covering Layer

Leca LWA laid in bags with
loose �ll between

Improve drainage capability
whilst still o�ering good support 

to plants when used in hydroponics.

HYDROPONICS SUPPORT

Leca LWA / Soil Substrate

Water / Mineral
nutrient source


